
 

Gateway International 360, LLC 
 

 tstevens@gatewayintl360.com                                                                           GATEWAY 360, BORN FOR GREEN ENERGY SOLUTIONS 
 

 www.gatewayintl360.com                                                                           
 

 P. O. Box 518, Bear, DE 19701 



GW-EV3100 

POWERFUL 

Up to 30kW of  

charging capacit y. 

COMPATIBLE 

CCS type 1 plug with 

18ft  cable. 

DURABILITY 

IP65 and IK 08 protection  

ratings, allowing for 

indoors or outdoors. 

INTERACTION 

7 inches LCD 

screen  with user 

friendly 

interface. 

CONNECTED 

Complete with LAN connec-  

tivity ( Wi-Fi or 4G optional),  

ensuring chargers are 

always online. 

OCPP 

OCPP 1.6J help you  

connect EV charger  

to the cloud. 

warranty 

years 
2limited 

READY TO HANDLE 

THE MOST POWERFUL EV B ATTERIES 

DCFC 

3 0   k W  



Operating Temperature 

Indoor / Outdoor  

Relative Humidity  

Altitude 

AC Input 

DC Output 

Voltage Rating 

Max. Input Amperage  

Frequency 

Power factor  

Efficiency 

Maximum Power 

Voltage Operating Range 

Maximum Current  

Connector and Cable 

200 -480 Vac 

60 A + 60A 

60Hz 
 

PF≥0.99@Rated load 
 

>95% 

30KW +30KW @480 V 

150 -1000 V 

60 A 

CCS1 with 18ft 

Certificate 

Safety Compliance  

Input Protection 

Output Protection  

Warranty 

ETL & FCC 

UL2202, UL2231  

OVP, OPP, OTP, UVP, SPD 

SCP, OCP, OVP, LVP, OTP, IMD 

3 years 

Protection & Standard 

Environmental 

DATA  SHEET 

-22°F to 122°F 

IK08, Type 3 enclosure  

Up to 95% non-condensing 

≦  6561ft 

User Authentication 

Display  

Network 

Connectivity 

Function 

Model No. EGW-EV3100-2-30 

ISO 14443 A / B or ISO 15693 / NFC 

7-inch LCD 

Wi-Fi+LAN Standard (4G Optional )  

OCPP 1.6 J 

UL2594, UL2231-1, UL2232- -2 

200 -480 Vac 

60A 

60Hz 
 

PF≥0.99@Rated load 
 

>95% 

30KW @480 V 

150 -1000 V 

60 A 

CCS1 with 18ft 

ETL & FCC 

UL2202, UL2231  

OVP, OPP, OTP, UVP, SPD 

SCP, OCP, OVP, LVP, OTP, IMD 

3 years 

-22°F to 122°F 

IK08, Type 3 enclosure  

Up to 95% non-condensing 

≦  6561ft 

EGW-EV3100-1-30 

ISO 14443 A / B or ISO 15693 / NFC 

7-inch LCD 

Wi-Fi+LAN Standard (4G Optional )  

OCPP 1.6 J 

UL2594, UL2231-1, UL2232- -2 



 

 

 

 

 

 

OCPP1.6J 

 

OCPP 1.6J, CONNECTED SUCCESSFULLY WITH GATEWAY/ZEVTRON EVC PLATFORMS 


