
EV50 SERIES

GW-EV50-1-1.5: 1.5kW - 16A GW-EV50-1-9.6: 9.6kW - 32A

MECHANICAL

Packaging Dimensions 5.0” x 16.5” x 16.5”

Product Dimensions 8.0” x 3.5” x 3.5”

Weight 10 lbs 

Charging Cable Length 5m/16ft

Enclosure material IP67, Polycarbonate and ASA plastic

Wall Mount (1) Screw key hole

Portable EV charging stations, 2 output options, 
1-port, up to 32A input and 9.6kW of charging capacity
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Customized 
branding available 
including colors 
and customer logo 
*Contact factory 
for options

ETO - ENGINEERED TO ORDER OPTIONS 

ENVIRONMENTAL

Storage Temperature -40° to 80°C (-40° to 176°F) 
ambient

Operating Temperature -30° to 50°C (-22° to 122°F) 
ambient

Operating Humidity Up to 95% non-condensing

Cooling Method/Thermal 
Natural Cooling/Firmware 
Software Interface using Zevtron 
Firmware

ELECTRICAL

AC Power Input Rating AC 110V-250V

Frequency 60Hz

AC Power Output Rating - 
Auto sensing Power Input 
Adjustment

1.5kW - 16A; 9.6kW - 40A

Required Service Panel 
Breaker

GW-EV50: 1-Pole 15A
GW-EV-75: 2-Pole 50A

Pre-installed Power Plug 1.5kW:  NEMA 5-15-125V plug 
9.6kW: NEMA 14-50-250V plug

Connector type SAE J1772 (TYPE 1)

Connector Mechanical 
Operating Life >10,000 times

INTERFACE & CONTROL

Charging Control Scheduled charging function

Indicators LCD display

PROTECTION & STANDARDS

Over Voltage Protection Yes

Overload Protection Yes

Earth Leakage 
Protection Yes

Over-temp Protection Yes

Compliances UL 

Communication Fault Red light - vehicle connection error

ORDERING INFORMATION

NEMA 5-15-125V

NEMA 14-50-250V

Storage/carry 
bag included


