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EV75-APP SERIES

Input Current 48A

Input Voltage (Single phase) 208-240V / 60Hz

Network Connectivity LAN + Wi-Fi + BLE5.0

RFID+QR Code Included

Credit Card N/A

Local Load Management Included

OTA Technology Included

Plug SAE J1772 Type 1

Number of Port Single

Charging Cable 18 ft

OCPP 1.6 N/A

Open ADR 2.0b Compliant N/A

CTEP N/A

AC Input Connection L/N/GND

Max Output, 60 Hz 48A / 11.5kW

Hardwired Yes

Dimensions (H x W x D) 12.30 x 10.20 x 4.10 inch

Weight (Lbs) 22 Lbs with Plug

IP Protection IP54 / NEMA 3

Tamper Resistant IK10, except RFID

Cable Management Optional

Operating Temperature -22 to 122 °F

Humidity Max 85%

Metering Accuracy +/- 1%

Input Protection UVP, OVP, RCD, SPD

Output Protection OCP, Control Pilot Fault

Internal Protection OTP, MCU function fault

Safety UL2594

FCC compliant Yes

Energy Star Certified Yes

Power Configurable Built-in

LCD Display N/A

SPECIFICATIONS

Download the SimplyEV app onto 
your phone or tablet from the 
Apple App Store or Google Play. 

Create an account and begin the 
setup process.

Output Power: AC 11.5 kW
Output Current: 48A
Input Voltage: 208 - 240V AC
Standard Connection: SAE J1772  TYPE 1

Cable Length: 18 FT
Connector Qty: Single
Connections: WI-FI/Bluetooth
Power Selectable: YES

BASIC SPECIFICATIONS

ORDERING INFORMATION

MODELS

GW-EV75-APP EVC Level 2, 48 Amp, Ethernet and WiFi, J1772  18ft Cable;  RFID

PEDESTALS  (ordered separately)

GW-EVP-S-1 Commercial Pedestal for Single chargers Level 2, S-Series, 55 inch Base

GW-EVP-D-1 Commercial Pedestal for Dual chargers Level 2, S-Series, 55 inch Base

GW-EVP-S-CM-1
Commercial Pedestal with Cable Management for Single charger 
Level 2,  S-Series, 55 inch Base

GW-EVP-D-CM-1
Commercial Pedestal with Cable Management for Dual chargers 
Level 2, S-Series, 55 inch Base

Made in America option 
coming soon. Contact 
factory for details.

Use your phone to check the signal strength of your WIFI network where the EV 
Charger will be installed. Low/no signal may require a WIFI extender for the Charger 
to work. Download T-1 APP onto your phone or tablet from the Apple App Store, 
from Google Play, create account and begin the setup process.

Here are the tools you will need to install the EV Charger.

Tools Needed Step 1:Download the APP (Smart Home Version)
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Adjustable Wrench

PencilPhillips, flathead and 
torx screwdrivers

IOS or Android phone 
or tablet

Allen Wrench

Drill with a 5/16" drill bit

Bubble LevelRubber Mallet
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https://apps.apple.com/us/app/simplyev/id6479732616
https://play.google.com/store/apps/details?id=com.espen.evc&pcampaignid=web_share

